














Product Insertion Tube Instrument Channel Working Length

ø mm ø mm mm

Cystoscope

ECY-1570 5.1 2.0 400

High-Resolution Monochrome Endoscopes

Product Insertion Tube Instrument Channel Working Length

ø mm ø mm mm

Cholangioscopes (Babyscope – ERCP)

FCP-8P 2.8 0.75 1900

FCP-9P 3.1 1.2 1900

Choledocho-Nephroscope

FCN-15X 4.9 2.2 350

High-Quality Fibreoptic Endoscopes

Product Insertion Tube Instrument Channel Working Length

ø mm ø mm mm

Portable Cystoscope

FCY-15RBS 4.9 2.2 400

Slim Ureteroscope

FUR-9P 3.1 1.2 700

High-Quality Fibreoptic Endoscopes

Urology

Special Endoscopes
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High-Quality Fibreoptic Endoscopes

Product Insertion Tube Instrument Channel Working Length

ø mm ø mm mm

Portable Intubation Scopes

FI-7BS 2.4 – 600

FI-9BS 3.1 1.2 600

FI-10BS 3.5 1.4 600

FI-13BS 4.2 1.8 600

FI-16BS 5.2 2.6 600

Intubation
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Product Insertion Tube Instrument Channel Working Length

ø mm ø mm mm

Cystoscope

ECY-1570K 5.1 2.0 400

Digital High-Resolution Video Endoscopes



Product Description

EPM-3500 Digital Video Processor 300 W Xenon

Monochrome Processor 

Product Description

EPK-1000 Digital High-Resolution Video Processor, 100 W Xenon

EPK-100p

SAFE-3000

Classic Line Video Processor, 100 W Xenon

Digital High-Resolution Video/Video Autofluorescence Processor 
300 W Xenon, Laser Diode 408 nm

Digital High-Resolution Video Processors

Product Description

LH-150PC Halogen Light Source 150 W, with air/water insufflation pump 

Light Source

Product Description

MUCAM
500MK1

Standard Video Camera, with external power supply

MUCAM
500MK2

Universal Video Camera

Mucam Video Cameras 
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Video Processors & Light Sources
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* HD+ images only in conjunction with EPK-i and 90i scopes

Hi Line Video Processor EPK-i 

Type Description

HD+ video* SXGA (native) via DVI-D

Standard video outputs RGBS, Y/C, DV

Colour correction Red/blue ± 5 levels

Light source 300 W Xenon

Data management 50 patient records / 50 users

Dimensions (W x H x D / weight) 430 x 205 x 485 mm / 26.5 kg



HOYA Corporation
EN ISO 13485 certified

Specifications are subject to change without prior notice and without any obligation on  
the part of the manufacturer.
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Discover the fascinating world  
of PENTAX endoscopy

Product Overview

PENTAX France S.A.S.
LIFE CARE
112 quai de Bezons
P. B. 204
95106 Argenteuil
France
Tel.: +33 1 / 30 25 75 75
Fax: +33 1 / 30 25 75 76
E-mail: medical@pentax.fr

HOYA Corporation  
PENTAX Tokyo Office
2-36-9, Maeno-cho
Itabashi-Ku
174-8639 Tokyo
Japan
Tel.: +81 33 / 9 60 51 55
Fax: +81 35 / 3 92 67 24

PENTAX Europe GmbH
LIFE CARE
Julius-Vosseler-Straße 104
22527 Hamburg
Germany
Tel.: +49 40 / 5 61 92 - 0
Fax: +49 40 / 5 60 42 13
E-mail: medical@pentax.de

PENTAX U.K. Limited
LIFE CARE
Pentax House
Heron Drive, Langley
Slough SL3 8PN
United Kingdom
Tel.: +44 17 53 / 79 27 23
Fax: +44 17 53 / 79 27 94 
E-mail: lifecare.sales@pentax.co.uk

PENTAX Nederland B.V.
LIFE CARE
Lage Mosten 35
4822 NK Breda
Netherlands
Tel.: +31 76 / 5 31 30 31
Fax: +31 76 / 5 31 30 00
E-mail: lifecare@pentax.nl

PENTAX Italia S.r.l.
LIFE CARE
Via Dione Cassio 15
20138 Milano
Italy
Tel.: +39 / 02 50 99 58 1
Fax: +39 / 02 50 99 58 60
E-mail: marketing.lifecare@pentaxitalia.it

S.I.M. - Sistemas Integrales  
de Medicina, S.A. 
LIFE CARE 
Sistema Solar 25 
28830 San Fernando de Henares · Madrid 
Spain 
Tel.: +34 91 / 301 62 40 
Fax: +34 91 / 751 31 15 
E-Mail: sim@simmedica.com

Your PENTAX sales representative:


